
FLOOR STANDING TYP
à¤Ã×èÍ§»ÃÑºÍÒ¡ÒÈ à«ç¹·ÃÑÅáÍÃì áººµÙéµÑé§

��� ���� � 	���

CFP-2N

Model

SPECIFICATIONS-Floor Standing Type Split Unit

INDOOR

Btu./Hr. 25,800-28,300 33,400-38,700 44,100 56,200-63,400

CFM 1000 1000 1800 1800

Aluminium coated fin & Innergrooved Copper tube size 3/8"

3.31 3.31 4.22 4.22

220-240V./50Hz.

1 1 1 1

3/142/16 3/14 4/12

Forward curve centrifugal blower

Permanent split capacitorType

5/8

3/8

3/4

5/8

3/8

3/4

3/4

1/2

3/4

3/4

1/2

3/4

40 43 68 70

1 1 1 1

Plastic

Capacity

Nominal Air flow rate

Coil

FLA.Motor 1.32 2.60 2.601.32

Power input

A

W 270 270 540 540

Power supply

Unit (WxHxD) mm.Dimension 530x1740x370 530x1740x370 660x1900x420 660x1900x420

Type

Suction

Liquid

inch OD

inch OD
Connection

Drain tube inch OD

Unit kg.Weight

MeterialBlower

Type

Face area ft 2

Row / FPI

Quantity

Quantity

CFP-2N 25-28 CFP-2N 33-38 CFP-2N 44 CFP-2N 56-63

Note @ Rating BTUH at 45 íF Refrigerant temp. Note @ Rating BTUH at 95 íF ambient temp. Specification are subject to change without notice. (¢ÍÁÙÅ¨íÒà¾ÒÐÍÒ¨ÁÕ¡ÒÃà»ÅÕèÂ¹á»Å§ä´â´ÂäÁμÍ§á¨§ãË·ÃÒºÅÇ§Ë¹Ò)
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